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1. ALL CONTROL EQUIPMENT INCLUDING COMMUNICATION P AR 5. CONTRACTOR SHALL ADJUST SIGNAL HEAD AND MICROWAVE DETECTOR
DEVICES FOR THE TEMPORARY TRAFFIC SIGNAL(S) SHALL N ELEVATIONS AS NEEDED DUE TO CHANGES IN TEMPORARY AND PROPOSED
BE FURNISHED BY THE CONTRACTOR. ) PAVEMENT ELEVATIONS AS A RESULT OF THE TRANSITION BETWEEN
N \ CONSTRUCTION STAGES 1A AND 1B AS REQUIRED FOR CONSTRUCTION
2. ONLY CONTROLLERS SUPPLIED BY ONE OF THE DISTRICT . 5\ - STAGING AT MARSEILLES ROAD, EXISTING, AND PROPOSED I-80 RAMPS.
APPROVED CLOSED LOOP EQUIPMENT MANUFACTURERS \ A 1 CHANGE IN ELEVATION OF BITUMINOUS OVERLAY MAY BE UP TO TWO FEET.
WILL BE APPROVED FOR USE AT TEMPORARY SIGNAL LOCATIONS. N N @ CONTRACTOR SHALL MAINTAIN PROPER CLEARANCE AS DEFINED IN IDOT
ALL CONTROLLERS USED FOR TEMPORARY TRAFFIC SICNALS \ . @ STANDARD 880001 AT ALL TIMES AND AS DIRECTED BY THE ENGINEER. THIS
SHALL BE_FULLY ACTUATED NEMA MICROPROCESSORS BASED A - WORK SHALL BE INCLUDED IN THE COST OF TEMPORARY TRAFFIC SIGNAL
WITH RS232 DATA ENTRY PORTS COMPATIBLE WITH EXISTING \ SN > INSTALLATION. SEE MAINTENANCE OF TRAFFIC PLANS FOR FURTHER DETAIL.
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OF CONTROLLER WILL BE ACCEPTED FOR ANY ONE CONTRACT. \ © 20 0 20 40 60 80 100
3. ALL TRAFFIC SIGNAL SECTION AND PEDESTRIAN SIGNAL o - B— S
SECTIONS SHALL BE 12” (300MM), HEADS SHALL BE PLACED N\ SCALE IN FEET
AS ‘INDICATED ON THE TEMPORARY TRAFFIC SIGNAL PLAN OR \
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POSTTION ON THE SPAN WIRE oR AT LOCATIONS TLLUSTRATED \ NEVISIONS ILLINOIS DEPARTMENT OF TRANSPORTATION
TRAFFIC SIGNAL SHALL REMAIN IN OPERATION DURING ALL
RIS moTinn, Hiot ! e Sow (> AL
HEAD SHALL \
CABINET TG THE SIGNAL HEAD. INSTALLATION PLAN STAGE 1B
4, ALL EXISTING STREET NAME AND INTERSECTION REGULATORY v _
SIGNS SHALL BE REMOVED FROM EXISTING POLES, RELOCATED O I-80 RAMPS C & D
AND SECURELY FASTENI \
POLE AS DIRECTED BY THE ENGINEER. SINGH 300 ¥. ADMMS ST, AT MARSEILLES ROAD
CHICAGO, IL BD6OE
SINGH & ASSOCIATES, DiC. TEL1 (312) §29-024C
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